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LOI GIOI THIEU

Ngay 15/08/1996, Cong ty TNHH Day Cdip Bién VINH THINH chinh thic dugc thanh ldp. Trdi qua 29 ndm trudng
thanh va phdt trién. VINH THINH dé ngdy cang khdng dinh vi thé thuong hiéu I& mot trong nhiing céng ty ¢é tdm vé
Iinh vuc san xudt cdc logi day va cdp dién trong cd nudc, cling nhu lién tuc mé réng su phdt trién ctia thuong hiéu dén
VGi nhiing thi trudng mai trén thé gisi.

S&n phdm déy va cdp dién VINH THINH dé trd thanh mot phdn khong thé thidu va gép phdn quan trong trong
cong cudc x& hodi hda, phdt trién ddt nudc. VINH THINH ngdy cdng nhdn dugc su tin tudng va tinh cdm ti ngudi tiéu
dung trong va ngodi nudce.

Chia khod clia su an todn chinh Ia diéu quan trong béc nhat khi néi dén chdt luong va ky thudt ctia nganh dién.
Hiéu dugc diéu do, VINH THINH - hoat déng vai cam két : “Chdt Lugng sén phdm tét I nén tdng cho su phdt trién”,
dem dén "Su tin cdy va hai long cho khdch hang” véi phuong cham gdn két “Chia sé Igi ich khdch hang, xdy dung
codng déng”. Biéu nay duoc cam két xuyén sudt trong qud trinh truéc va sau khibdn hang.

Song song dd, VINH THINH luén hudng dén su phdt trién viing bén theo thai gian. V&i tdm nhin todn cdu, hé théng
chdt lugng va dich vu khdch hang chuyén nghiép, VINH THINH tiép tuc thuc hién st ménh “Ngudn ddn dén thanh
cébng” cung hop tdc, chia sé vsi cdc déi tdce toan dién cling nhu Nha phdan phéi/ Dai ly truc thudc hé théng Coéng ty
day cdp dién VINH THINH trén todn quéc.

On the date of August 15th 1996, Vinh Thinh Electric Cable Co., Ltd. was officially established. With more than 29 years
of growth and development, Vinh Thinh has been able to position our brand as one of the leading companies in
manufacturing electric wire and cable across Vietnam, as well as has continued to expand our business to new
markets on the globe.

Vinh Thinh Electric Wire and Cable products have become an inevitable part and played an important role in the
socialization and development of the country. Vinh Thinh is gaining higher and higher trust and favorable affection
from not only domestic consumers but also overseas customers.

'The Key Lies in Safety'is one crucial concern when dealing with quality and techniques for the electricity industry.
Bearing this in mind, Vinh Thinh has been operating under the commitment that “Product with good quality is the
foundation for development”, and we endeavor to bring “trust and satisfaction to our customers” under the motto
“Sharing Benefits with Customers, Building Community Together”. All of those are guaranteed throughout the
process of selling products to customers as well as afterwards.

At the same time, Vinh Thinh aims towards a sustainable development with time. With global vision, quality
assurance system and professional customer service, Vinh Thinh shall continue to implement the mission of
“Empowering Success” when collaborating and sharing with our comprehensive partners as well as
distributors/agents in distributing Vinh Thinh's electric wire and cable nationwide.
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VC 300/500V, 450/750V & 600V

DAY PON / Single Core Wires

o Ruét dén

Conductor

© cach gienPvc

PVC insulation

TCVN 6610-3/IEC 60227-3 - 300/500V & 450/750V; JIS C 3307 - 600V

Tiét dign Dqung I:lnh Crl\ieu q?y ’Duor)g bién 'Ero ru?t dan Khéi luong pién dp Tiéu chudn
danh dinh ruét dan cdch dién kinh téng |6n nhat Sevlesn el s )
Nominal cross- Diameter Thickness Approx Max. Conductor Ay g b tg Rated volt dp dung
section area of conductor of insulation | Overall diameter |  resistance (20°C) pprox weig atedvoitage Standard
application
mm?® mm mm mm Q/Km Kg/Km Y
2.0 1/1.60 0.8 3.2 892 27
3.0 1/2.00 0.8 3.6 5.65 39
600V JIS C 3307
50 1/2.60 1.0 4.6 3.35 65
8.0 1/3.20 1.2 5.6 2.21 97
0.5 1/0.80 0.6 2.0 36.0 8
TCVN 6610-3
0.75 1/097 0.6 2.2 24.5 il 300/500V IEC 60227-3
1.0 1/113 0.6 2.3 18.1 14
1.5 1/1.38 0.7 2.8 12.1 21
2.5 1177 0.8 3.4 741 32
TCVN 6610-3
4.0 1/2.24 0.8 3.8 4.61 47 450/750V IEC 60227-3
6.0 1/2.74 0.8 4.3 3.08 66
10 1/3.56 1.0 5.6 1.83 12
Note - Ghi chu:

1. D&y cd thé phu hop vdi dién dp 1000V AC néu ddy duoc ddt trong mdng bdo vé.

Wire may suitable for voltages up to 1000V AC if use in channels with cover.

2. Ngoai nhiing kich thudc trong bdng, Céng ty co thé sdn xudt cdc logi kich thudc khdc nhau theo yéu cdu cua khdch hang.

Beside the sizes for in tables, the corporation other the sizes can be manufactured according to customer requiredment.
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CV, AV 450/750v, 600V & 0.6/1kV

DAY / CAP PON / Single Core Wires / Cables

Conductor
Cdch dién PVC

PVC insulation
& VINH THINH V-STAR

TCVN 6610-3/IEC 60227-3 - 450/750V; JIS C 3307 — 600V; AS/NZS 5000.1 - 0.6/1kV

Rudt dan % VINH THINH V-STAR —
P

dT;ithdéié:h Buong kinh Chiéu day kii:fledtggg Dlenlgr?r:ﬁz”i - da%gﬂ%g) PISIED || o e
Nominé[ ru9t dan CO(.:h dién Approx Max. Conductor resistance (20°C) Approx weight danh dinh z
) Diameter Thickness v T — S Rated dp dung
cross-section of conductor |of insulation Qverall LS dong LG nhém Loi dong L&inhém voltage Standard
el diameter Copper Aluminium Copper Aluminium application
mm? mm mm mm Q/Km Q/Km Kg/Km Kg/Km \Y
09 7/0.40 0.8 2.8 209 - 16 -
1.25 7/0.45 0.8 3.0 16.5 = 19 =
20 7/0.60 0.8 34 Q24 - 29 -
3.5 7/0.80 0.8 4.0 5.20 = 46 = 600V JIS € 3307
5.5 7/1.00 1.0 5.0 3.33 - 7 -
8.0 7/1.20 1.2 6.0 2.31 = 102 =
1.5 7/0.52 0.7 3.0 121 = 22 =
2.5 7/0.67 0.8 3.6 741 = 83 = TCVN 6610-3
4.0 7/0.85 0.8 4.2 4.61 > 51 - 450/750V IEC 60227-3
6.0 7/1.04 0.8 4.7 3.08 = 70 =
10 7/1.35 1.0 6.1 1.83 = no =
1.5 7/0.52 0.8 3.2 12.1 = 23 =
2.5 7/0.67 0.8 3.6 741 > 33 5
4.0 7/0.85 1.0 4.6 4.61 = 54 =
6.0 7/1.04 1.0 5.1 3.08 = A =
10 7/1.35 1.0 6.1 1.83 3.08 19 55
14 7/1.60 1.2 72 1.30 = 164 =
16 4.7 1.0 6.7 1.15 191 7 75
22 7/2.00 1.2 8.4 0.824 = 255 =
25 59 1.2 8.3 0.727 1.20 263 15
35 69 1.2 93 0.524 0.868 355 145
38 7/2.60 1.4 10.6 0.487 = 413 = 450/750V TCVN 6610-3
50 8.0 14 10.8 0.387 0.641 478 205 5 IEC 62227-3
60 19/2.00 14 2.8 0.303 - 634 T 06/ Nz 50004
70 Q7 1.4 12.5 0.268 0.443 671 260
95 .4 1.6 14.6 0.193 0.320 924 BSS)
100 19/2.60 1.6 16.2 0.180 = 1,053 =
120 12.8 1.6 16.0 0.153 0.253 1,144 430
150 4.4 1.8 18.0 0.124 0.206 1,459 540
185 16.0 20 20.0 0.0991 0.164 1,796 670
200 37/2.60 2.2 278 0.0922 = 2,092 =
240 18.5 2.2 229 0.0754 0.125 2,359 850
250 37/2.60 2.4 30.1 0.0722 = 2.666 =
300 20.4 2.4 25.2 0.0601 0.100 2,899 1040
Note - Ghi chu:

1. D3y c6 thé phu hop vdi dién dp 1000V AC néu ddy dugoc ddt trong mdng bdo vé.

Wire may suitable for voltages up to 1000V AC if use in channels with cover.

2. Ngoai nhiing kich thudc trong bdng, Céng ty co thé sdn xudt cdc logi kich thudc khdc nhau theo yéu cdu cua khdch hang.
Beside the sizes for in tables, the corporation other the sizes can be manufactured according to customer requiredment.
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VCm 450/750V & 0.6/1kV

DAY DON MEM / Single Core Flexible Cords

Ruét dén
Conductor
Cdch dién PVC
PVC insulation

VINH THINH V-STAR

TCVN 6610-3/IEC 60227-3 - 300/500V & 450/750V; AS/NZS 5000.1 - 0.6/1kV

Tiét dién Ay % B a8 X bién tra
- Rudt dan Chiéu d Bug N AR A S
danh dinh Concletor peddny ) P9 | rustddnlen | Khéiluong | Biencp | Tieu chudn
Nominal egEelen e hat &ndung | danh dinh .
ominat K&t cdu Pusng kinh Thickness of | Approx Overall e Ag ‘gh Rated volt ap dung
cross-section| : : g PN T Max. Conductor |Approx weight | Rated voltage Standard
area Contruction Diameter resistance (20°C) application
mm’ No/mm mm mm mm Q/Km Kg/Km \
0.5 16/0.20 092 0.6 2.1 390 9
0.75 24/0.20 113 0.6 2.3 26.0 12 300/500V
1.0 32/0.20 1.31 0.6 25 195 15
TCVN 6610-3
1.5 30/0.25 1.58 0.7 3.0 13.3 21 IEC 60227-3
2.5 50/0.25 2.04 0.8 3.6 798 33 450,750V
4 56/0.30 2.59 0.8 4.2 495 49
6 84/0.30 317 0.8 4.8 3.30 69
0.5 16/0.20 092 0.8 2.5 390 n
0.75 24/0.20 113 0.8 2.7 26.0 14
1.0 32/0.20 1.31 0.8 29 195 17
1.5 30/0.25 1.58 0.8 3.2 13.3 23 0.6/1kV AS/NZS 5000.1
2.5 50/0.25 2.04 0.8 3.6 798 33
4 56/0.30 2.59 1.0 4.6 495 53
84/0.30 317 1.0 52 3.30 74
10 77/0.40 4.05 1.0 6.1 191 13
16 126/0.40 57 1.0 77 1.21 154
25 196/0.40 71 1.2 95 0.780 287
35 273/0.40 8.4 1.2 10.8 0.554 388
50 380/0.40 99 1.4 12.7 0.386 539 450,750V TCVN 6610-3 /
70 361/0.50 12.1 1.4 149 0.272 778 & IEC 6(;227_3
95 475/0.50 13.8 1.6 170 0.206 1,023 0.6/1kV AS/NZS 5000.1
120 608/0.50 15.7 1.6 189 0.161 1,289
150 740/0.50 175 1.8 21.1 0.129 1,541
185 925/0.50 196 2.0 23.6 0.106 1925
240 1184/0.50 22.0 2.2 26.4 0.0801 2,454
Note - Ghi chu:

1. DAy c6 thé phu hop vdi dién dp 1000V AC néu ddy duoc ddt trong mdng bdo vé.
Wire may suitable for voltages up to 1000V AC if use in channels with cover.
2. Ngodi nhiing kich thudc trong bdng, Cong ty cé thé sdn xudt cdc logi kich thudc khdc nhau theo yéu cdu cua khdch hang.
Besidle the sizes for in tables, the corporation other the sizes can be manufactured according to customer requiredment.
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VCmd 3o00v s 0.6/1kv

DAY DOl / Parallel Twin Cords

Rudt dén
Conductor
Cdch dién PVC
PVC insulation

VINH THINH V-STAR

AS/NZS 5000.1 - 0.6/1kV; JIS C 3306 - 300V

J‘éthd(‘f“h Rudt dén Chiéu day Buong | Bientre ot | <y | e o -
(:In ) gr; Conductor cdch dién kinhténg | dénldnnhdt | o < = | yanh dinh T'?u SRl
oInlnc;‘ K&t cdu Pusng kinh Thickness of | Approx Overall | Max. Conductor Ag ‘gh P — dp dung
Frossmsection Contriction Diameter insulation diameter resistance (20°C) pRIOXWed ateavolage Standard
area application
mm?’ No/mm mm mm mm Q/Km Kg/Km vV
2x0.5 16/0.20 092 0.8 25x52 390 22
2x0.75 24/0.20 113 0.8 2.7%x5.6 26.0 28
2x10 32/0.20 1.31 0.8 29x6.0 195 34 0.6/1kV AS/NZS 5000.1
2x15 30/0.25 1.58 0.8 32x6.6 13.3 45
2x25 50/0.25 2.04 0.8 3.8x78 798 66
2x125 40/0.20 1.46 0.8 31x6.4 14.7 40 200 IS C 3306
2x20 40/0.25 1.82 0.8 3.4x70 950 55

VCmo 300/500v

DAY PIEN MEM OVAN CACH PIEN VA VO BOC PVC - 300/500V
300/500V - PVC Flat twin PVC insulated & PVC sheathed wires

Ruot dén - —
Conductor ‘ VINH THINH V-STAR
Cach dién PVC . - : 2
PVC insulation
Vé boc PVC
PVC sheathed

TCVN 6610-5, IEC 60227-5

T E Lotean - conducr C(Bji:ddén 86 Gy vo boo| 2V KITh bl (tsr:]’? o | kniluong
i&t dién dan . - i€ OC | +8na / Aoprox R
dinh /Ngmincvl CIZ::,UC;;,, Dg%rrlngez:lh og;,;:-g:;j;n Thickness of sheath o(\)/erg//gi;:eter r’:g;;‘:;d(;gg Agsgxdvyer;ght
cross-section areq|
mm?® No.mm mm mm mm mm Q/Km Kg/Km
2x0.50 16/0.20 092 0.5 0.6 31x5.0 390 28
2x0.75 24/0.20 113 0.6 0.8 39x6.2 26.0 44
2x10 32/0.20 1.31 0.6 0.8 41x6.6 195 51
2x1.25 40/0.20 1.46 0.6 0.8 43x70 14.7 58
2x15 30/0.25 1.58 0.7 0.8 46x76 13.3 68
2x20 40/0.25 1.82 0.6 1.0 5.0x8.0 950 82
2x25 50/0.25 2.04 0.8 1.0 5.6x92 798 105
2x40 56/0.30 2.59 0.8 1.1 6.4 x10.6 495 149
2x6.0 84/0.30 3.7 0.8 1.2 72 x12.0 3.30 202

Note - Ghi chu:
Ngodi nhiing kich thudc trong bdng, Céng ty cd thé sdn xudt cdc loai kich thudc khdc nhau theo yéu cdu cla khdch hang.
Beside the sizes for in tables, the corporation other the sizes can be manufactured according to customer requiredment.
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THAM KHAO LUA CHON TIET DIEN THEO CONG SUAT

y ‘ ) DUONG DAY
«/ | BUONG DAY CUNG CAP
Z CHINH )

CV,VCmo

KET NOI

11 BINH DIEN
77\ QUAT, TU LANH — = | VAO NHA
4 MAY LANH, DEN i ;

VCmd, VC

MAY BOM
Nuvoc

82523&?%‘;’&2 www.vinhthinhgroup.vn

1. D4y do'n cirng VC:

Coéng suét (kW) Loai day Coéng suét (kW) Loai day
*Pén 2.0 VC 1.5 *DPén 6.0 VC 6.0
*Pén 3.0 VC 2.5 *Pén 8.0 VC 10
*Dén 5.0 VC 4.0

2. Day dién luc CV, CV/FR, CV/FRT:

Coéng sudt (kW) Day CV, CV/FR, CV/FRT Coéng sudt (kW)
*Pén 1.2 - *Dén 6.6
*Pén 2.0 *Pén 9.0
*Pén 3.3 *DPén 14

*Dén 4.4 *Dén 22
3. Cap dién luc 2 I6i CVV, CXV, CXV/FR, CXV/FRT:

CXV, CXV/FR, CXV, CXV/FR,
CXV/FRT CXV/FRT

*Pén 1.2 CWV 2x1.0 CXV 2x1.0 *Dén 6.6 CWV 2x6.0 CXV 2x6.0

Cong sudt (kW) cw Cong sudt (kW) cw

*Pén 2.0 CWV 2x1.5 CXV 2x1.5 *Pén 9.0 CWV 2x10 CXV 2x10
*Pén 3.3 CWV 2x2.5 CXV 2x2.5 *Pén 14 CWV 2x16 CXV 2x16

*Dén 4.4 CW 2x4.0 CXV 2x4.0 *Dén 22 CW 2x25 CXV 2x25
4. Cap dién luc 3, 4 16i CVV, CXV, CXV/FR , CXV/FRT:

CXV, CXV/FR, CXV, CXV/FR,
CXV/FRT CXV/FRT

*Pén 4.6 CWV 3x1.5 CXV 3x1.5 *Pén 14.5 CWV 3x6.0 CXV 3x6.0

Cong sudt (kW) cw Cong sudt (kW) cw

*Pén7.2 CWV 3x2.5 CXV 3x1.5 *Pén 17 = CXV 3x6.0
*Pén 9.2 S CXV 3x2.5 *Pén 22.5 CWV 3x10
*Pén 10.5 CWV 3x4.0 = *Pén 35.5 CVV 3x16 CXV 3x16
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